EQUIPMENT LIST FOR AREAS SHOWN
Pole Luminaires
GRADE MOUNTING LAMP QTY/ | THIS | OTHER
ary LOCATION Size ELEVATION HEIGHT TYPE POLE | GRID | GRIDS
2 A1-A2 70' 50' 120' 1500W MZ 18 18 0
2 B1-B2 90' 18' 108' 1500W Quartz 6 0 6
108' 1500W MZ 24 24 0
1 C1 90' 18' 108' 1500W Quartz 6 0 6
108' 1500W MZ 13 13 0 MY PROJECT
' “ * e ﬂgi 151(;:(()3\3,\/\(11uMazrtZ 163 fs g Name: Columbia Baseball Stadium
2 D102 50 iy 108’ 1500W Quartz 6 0 6 Location:  Columbia, SC
108' 1500W MZ 13 13 0
8 TOTALS 172 136 36 GRID SUMMARY
Name: 100' Spill
019 022 026 P31 039 049 063 077 095 415 426 128 126 120 J.09 DO7 D84 072 062 D54 D46 .39 Spacing:  30.0'
p6 935 Height: 3.0' above grade
D15 D32 gnt: 3. 8
4 932 CONSTANT ILLUMINATION
P4 033 SUMMARY HORIZONTAL FOOTCANDLES
’ Entire Grid
0.15 037 Scan Average: 0.3242
D1 p.39 Maximum: 1.275
9.16 , & Minimum: 0.038
P44 No. of Points: 108
.18 LUMINAIRE INFORMATION
. 949 Luminaire Type: Green Generation
P19 Design Usage Hours: 5,000 hours
P54 Design Lumens: 134,000
.19 b Avg Lamp Tilt Factor: 1.000
$:60 No. of Luminaires: 136
.20 | bea Avg KW: 212.7 (231.2 max)
p21 t s A S D2 Guaranteed Performance: The CONSTANT ILLUMINATION
o T & pe8 described above is guaranteed for the design
21 = Lt B1 b7s usage hours of the system.
021 f _¢ ) Field Measurements: Illumination measured in accordance with
’ } £.80 IESNA LM-5-04 and CIBSE LG4. Individual values may vary.
020 | See the Warranty document for details.
$.82 Electrical System Requirements: Refer to Amperage
0.20 Draw Chart and/or the "Musco Control System Summary"
{ p.78 for electrical sizing.
P19 . Installation Requirements: Results assume +/- 3%
P nominal voltage at line side of the ballast and structures
P18 bet located within 3 feet (1m) of design locations.
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. File # / Date: 168172a5sp 24-Apr-15
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EQUIPMENT LIST FOR AREAS SHOWN
Pole Luminaires
GRADE MOUNTING LAMP QTY/ | THIS | OTHER
ary LOCATION Size ELEVATION HEIGHT TYPE POLE | GRID | GRIDS
2 A1-A2 70' 50' 120' 1500W MZ 18 18 0
2 B1-B2 90' 18' 108' 1500W Quartz 6 0 6
108' 1500W MZ 24 24 0
1 C1 90' 18' 108' 1500W Quartz 6 0 6
108' 1500W MZ 13 13 0 MY PROJECT
1 c2 90' 20.5' 110.5' 1500W Quartz 6 0 6 . . .
110.5' 1500W MZ 13 13 0 Narrie: Columb'la Baseball Stadium
2 D102 50 iy 108’ 1500W Quartz 6 0 6 Location:  Columbia, SC
108' 1500W MZ 13 13 0
8 TOTALS 172 136 36 GRID SUMMARY
Name: 100' Spill
A7 431 148 (168 196 230 270 3.09 358 A13 A56 AB0 A96 A90 A66 429 388 345 3.08 276 246 219 Spacing:  30.0'
.06 1.99 : \
Height: 3.0' above grade
099 .88
095 .88 CONSTANT ILLUMINATION
o4 197 SUMMARY MAX VERTICAL FOOTCANDLES
Ay Entire Grid
.97 214 Scan Average: 1.5759
D1 222 Maximum: 4.961
41.01 . & Minimum: 0.269
246 No. of Points: 108
4.05 LUMINAIRE INFORMATION
. 269 Luminaire Type: Green Generation
41.09 Design Usage Hours: 5,000 hours
£-:90 Design Lumens: 134,000
A1 Avg Lamp Tilt Factor: 1.000
$£:10 No. of Luminaires: 136
212 Avg KW: 212.7 (231.2 max)
A 322
1 N LN D2 ; Guaranteed Performance: The CONSTANT ILLUMINATION
T & $3 described above is guaranteed for the design
412 bt B1 b7 usage hours of the system.
10 f _¢ ' Field Measurements: Illumination measured in accordance with
T i ) } 339 IESNA LM-5-04 and CIBSE LG4. Individual values may vary.
L o7 | See the Warranty document for details.
o i d
& 829 Electrical System Requirements: Refer to Amperage
1.05 h G Draw Chart and/or the "Musco Control System Summary"
| i 3.08 for electrical sizing.
.98 B ey | C o Installation Requirements: Results assume +/- 3%
A1 | ? nominal voltage at line side of the ballast and structures
P91 " ¥ : }-} B bss located within 3 feet (1m) of design locations.
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ENGINEERED DESIGN
By: Ben Drost
. File # / Date: 168172a5sp 24-Apr-15
SCALE IN FEET 1:120 Pole location(s) <P dimensions are relative
to 0,0 reference point(s) & Not to be reproduced in whole or part without the written consent of Musco
o 120' 240' Sports Lighting, LLC. ©1981, 2015 Musco Sports Lighting, LLC.
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.08 $.08 009 p10 p11 011 _p12 p13 p14 p15 p16 017 p18 018 019 019 018 018 017 016 015 014 013 012
206 D12 44
005 910
005 £.10
£:05 9.10
05 210 MY PROJECT
H04 p.10 Name: Columbia Baseball Stadium
04 210 Location: Columbia, SC
D04
£.10 GRID SUMMARY
D04
.10 Name: 300’ Spill
P04 010 Spacing: 30.0'
Height: 3.0' above grade
D04 FORE £ £
P04 \o.11 CONSTANT ILLUMINATION
SUMMARY HORIZONTAL FOOTCANDLES
P04 012
| | : Entire Grid
$04 D1 $1 Scan Average: 0.0699
bos ’ Maximum: 0.186
& P4 Minimum: 0.002
£.05 No. of Points: 150
bos \ P LUMINAIRE INFORMATION
’ 016 Luminaire Type: Green Generation
P05 Design Usage Hours: 5,000 hours
o P16 Design Lumens: 134,000
f P16 Avg Lamp Tilt Factor: 1.000
.06 NS D2 No. of Luminaires: 136
bos & pa7 Avg KW: 212.7 (231.2 max)
916
P05 Guaranteed Performance: The CONSTANT ILLUMINATION
.16 described above is guaranteed for the design
05 r | Ed bas usage hours of the system.
.05 b E E Field Measurements: Illlumination measured in accordance with
| = P14 IESNA LM-5-04 and CIBSE LG4. Individual values may vary.
pos Al [ P13 See the Warranty document for details.
.05 g ] l‘.;. d Electrical System Requirements: Refer to Amperage
bos P13 Draw Chart and/or the "Musco Control System Summary"
: ‘afas - =0 . P2 for electrical sizing.
.04 * L B 4 bas Installation Requirements: Results assume +/- 3%
pos i / nominal voltage at line side of the ballast and structures
I Pir- I F i / % o1 located within 3 feet (1m) of design locations.
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64 $.68 073 P78 083 088 P93 099 104 J10 Q16 122 125 127 129 129 28 125 22 J17 411 .05 099 093
pagP D88 g3
D45 D79
D43 078
041 D77
39 077 MY PROJECT
H:38 o7 Name: Columbia Baseball Stadium
036 077 Location: Columbia, SC
35
o8 GRID SUMMARY
D34
b9 Name: 300’ Spill
£33 081 Spacing: 30.0'
Height: 3.0' above grade
32 085 2 &
P31 \o oo CONSTANT ILLUMINATION
SUMMARY MAX VERTICAL FOOTCANDLES
$:30 094
| | - Entire Grid
p31 . Scan Average: 0.5396
bz D1 ﬂa? Maximum: 1.291
& 4.07 Minimum: 0.015
43 No. of Points: 150
bas Q 12 LUMINAIRE INFORMATION
’ 418 Luminaire Type: Green Generation
P43 Design Usage Hours: 5,000 hours
i 2 Design Lumens: 134,000
P 24 Avg Lamp Tilt Factor: 1.000
D43 N D2 No. of Luminaires: 136
baz & .24 Avg KW: 212.7 (231.2 max)
1.22
paz 1 Guaranteed Performance: The CONSTANT ILLUMINATION
4.18 described above is guaranteed for the design
40 N b1 usage hours of the system.
4.
£.39 b E E Field Measurements: Illlumination measured in accordance with
| = .08 IESNA LM-5-04 and CIBSE LG4. Individual values may vary.
P37 ey boz See the Warranty document for details.
£.35 g ] l‘.;. d Electrical System Requirements: Refer to Amperage
bas po8 Draw Chart and/or the "Musco Control System Summary"
: | =2 =0 . 093 for electrical sizing.
$32 Sy L B 7/ bee Installation Requirements: Results assume +/- 3%
bao ,I / nominal voltage at line side of the ballast and structures
Pir- I F i / % 085 located within 3 feet (1m) of design locations.
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ENGINEERED DESIGN
By: Ben Drost
. File # / Date: 168172a5sp 24-Apr-15
SCALE IN FEET 1: 150 Pole location(s) <P dimensions are relative
to 0,0 reference point(s) & Not to be reproduced in whole or part without the written consent of Musco
o 150" 300 Sports Lighting, LLC. ©1981, 2015 Musco Sports Lighting, LLC.
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EQUIPMENT LIST FOR AREAS SHOWN
Pole Luminaires
GRADE MOUNTING LAMP QiY/ | THIS | OTHER
ary LOCATION Size ELEVATION HEIGHT TYPE POLE | GRID | GRIDS
2 Al-A2 70' 50' 120' 1500W MZ 18 18 0
2 B1-B2 90' 18' 108' 1500W Quartz 6 6 0
108' 1500W MZ 24 24 0
3 C1,D1-D2 90' 18' 108' 1500W Quartz 6 6 0
108' 1500W MZ 13 13 0 MY PROJECT
! © % 205 Eg: 151(;%\31\A?uMazm 163 163 g Narne: Columb'ia Baseball Stadium
3 TOTALS 172 | 172 0 Location: Columbia, SC
GRID SUMMARY
Name: Baseball 600' Spill
Spacing: 30.0'
Height: 3.0' above grade
0.01.0.01.0.01 0.01 0.01 0.01 .01 0.02 0.02 0.02 0.03
00190201 HO2D03.003 9o ;o0 0 CONSTANT ILLUMINATION
D01 po1 £ 0.03 SUMMARY HORIZONTAL FOOTCANDLES
0.01 40.03*0 03 Entire Grid
£:01 : 03 Scan Average:  0.0234
01 L Maximum:  0.048
001 0.03 aximum: 4
001 .03 Minimum: 0.008
61 ’ 0.03 No. of Points: 168
P 0.05 LUMINAIRE INFORMATION
001 Luminaire Type: Green Generation / QUARTZ
0.05
£.01 \ Design Usage Hours: 5,000 hours
001 £.05 Design Lumens: 134,000 / 33,000
0.05 Avg Lamp Tilt Factor: 1.000
H.01 .05 No. of Luminaires: 172
01 0.05 Avg KW: 266.7 (285.2 max)
F02 0.05 Guaranteed Performance: The CONSTANT ILLUMINATION
0.02 0.05 described above is guaranteed for the design
02 : usage hours of the system.
. .02 Field Measurements: |llumination measured in accordance with
0.02 0.02 IESNA LM-5-04 and CIBSE LG4. Individual values may vary.
See the Warranty document for details.
D.01 0.02 . "
Electrical System Requirements: Refer to Amperage
0.01 0.02 Draw Chart and/or the "Musco Control System Summary"
) for electrical sizing.
£.02 00 Installation Requirements: Results assume +/- 3%
.02 nominal voltage at line side of the ballast and structures
0.02 located within 3 feet (1m) of design locations.
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ENGINEERED DESIGN
By: Ben Drost
. File # / Date: 168172ap-sp 05-Jan-16
SCALE IN FEET 1:120 Pole location(s) <P dimensions are relative
to 0,0 reference point(s) & Not to be reproduced in whole or part without the written consent of Musco
I 120" 240’ Sports Lighting, LLC. ©1981, 2016 Musco Sports Lighting, LLC.
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EQUIPMENT LIST FOR AREAS SHOWN
Pole Luminaires
GRADE MOUNTING LAMP QiY/ | THIS | OTHER
ary LOCATION Size ELEVATION HEIGHT TYPE POLE | GRID | GRIDS
2 Al-A2 70' 50' 120' 1500W MZ 18 18 0
2 B1-B2 90' 18' 108' 1500W Quartz 6 6 0
108' 1500W MZ 24 24 0
3 C1,D1-D2 90' 18' 108' 1500W Quartz 6 6 0
108' 1500W MZ 13 13 0 MY PROJECT
! © % 205 Eg: 151(;%\31\A?uMazm 163 163 g Narne: Columb'ia Baseball Stadium
3 TOTALS 172 | 172 0 Location: Columbia, SC
GRID SUMMARY
Name: Baseball 600' Spill
Spacing: 30.0'
Height: 3.0' above grade
06.40-070.07.0.08 0.08 0.09 0.10 0.11 .13 0.14 .19 021
.06 908000 P02 po1 ” CONSTANT ILLUMINATION
D06 006 P .22 SUMMARY MAX VERTICAL FOOTCANDLES
0.06 40.23*0 23 Entire Grid
P07 : 24 Scan Average:  0.1924
07 L Maximum:  0.442
007 025 aximum: !
008 £.26 Minimum: 0.060
08 027 No. of Points: 168
P 0.42 LUMINAIRE INFORMATION
008 043 Luminaire Type: Green Generation / QUARTZ
009 ' Design Usage Hours: 5,000 hours
009 .43 Design Lumens: 134,000 / 33,000
10 0.43 Avg Lamp Tilt Factor: 1.000
o 0.43 No. of Luminaires: 172
012 D44 Avg KW: 266.7 (285.2 max)
A7 D.44 Guaranteed Performance: The CONSTANT ILLUMINATION
017 043 described above is guaranteed for the design
17 : usage hours of the system.
. D.19 Field Measurements: |llumination measured in accordance with
0.15 019 IESNA LM-5-04 and CIBSE LG4. Individual values may vary.
See the Warranty document for details.
0.10 0.19 . "
Electrical System Requirements: Refer to Amperage
0.08 0.19 Draw Chart and/or the "Musco Control System Summary"
for electrical sizing.
19
.21 o Installation Requirements: Results assume +/- 3%
.19 nominal voltage at line side of the ballast and structures
0.22 located within 3 feet (1m) of design locations.
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ENGINEERED DESIGN
By: Ben Drost
. File # / Date: 168172ap-sp 05-Jan-16
SCALE IN FEET 1:120 Pole location(s) <P dimensions are relative
to 0,0 reference point(s) & Not to be reproduced in whole or part without the written consent of Musco
Sports Lighting, LLC. ©1981, 2016 Musco Sports Lighting, LLC.
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EQUIPMENT LIST FOR AREAS SHOWN
Pole Luminaires
GRADE MOUNTING LAMP QTY/ | THIS | OTHER
ary LOCATION Size ELEVATION HEIGHT TYPE POLE | GRID | GRIDS
2 Al-A2 70' 50' 120' 1500W MZ 18 18 0
2 B1-B2 90' 18' 108' 1500W Quartz 6 6 0
108' 1500W MZ 24 24 0
3 C1,D1-D2 90' 18' 108' 1500W Quartz 6 6 0
108' 1500W MZ 13 13 0 MY PROJECT
1 c2 90' 20.5' 110.5' 1500W Quartz 6 6 0 " "
1105 1500W MZ 13 13 0 Narrie: Columb'la Baseball Stadium
3 TOTALS 172 | 172 0 Location: Columbia, SC
GRID SUMMARY
Name: Baseball 1000' Spill
Spacing: 30.0'
Height: 3.0' above grade
CONSTANT ILLUMINATION
SUMMARY HORIZONTAL FOOTCANDLES
Entire Grid
Scan Average: 0.0000
£.00$.009.00P.00_P.00_D.00_H.00 .00 .00 D.00 P00 P00 p. )
e $90.090_p00 0 a0 44 Maximum: 0.000
P =2 9.00 of
. 220 500 Minimum: 0.000
- .00 .
205" 42 gm0 200 No. of Points: 252
2o o LUMINAIRE INFORMATION
PP - Luminaire Type: Green Generation / QUARTZ
e 200 Design Usage Hours: 5,000 hours
250 Lo Design Lumens: 134,000 / 33,000
H00 o .
o &-wma Avg Lamp Tilt .Fac.tor. 1.000
P50 o0 No. of Luminaires: 172
JHwal.vo 200 Avg KW: 266.7 (285.2 max)
.00
Hoo
200 DWMD Guaranteed Performance: The CONSTANT ILLUMINATION
S0 0.0 described above is guaranteed for the design
00 200 usage hours of the system.
Hoo . . . . .
oo ‘°‘"°DDO Field Measurements: |llumination measured in accordance with
oo 200 IESNA LM-5-04 and CIBSE LG4. Individual values may vary.
oo 9.00 See the Warranty document for details.
S0 900 Electrical System Requirements: Refer to Amperage
00 $00 Draw Chart and/or the "Musco Control System Summary"
pA 900 for electrical sizing.
9.00 . .
fo o0 Installation Requirements: Results assume +/- 3%
po0 - nominal voltage at line side of the ballast and structures
$00 located within 3 feet (1m) of design locations.
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$.00 oo
.00 ».00
$00 .00
$00 .00
$.00 .00
$.00 000
$.00 P00
$.00 $.00
$.00 P00
$.00 .00
$.00 200
P00 .00
.00 $.00
.00 000
P00 .00
$00 £.00
.00 $.00
$.00 200
00 $.00
.00 900
£.00 P00
$00 $.00
$.00 $.00
.00 P00
$.00 $.00
.00 .00
$.00 $.00
$.00 i E [ $.00
1 N
$.00 H.00
$00 .00
900 $.00
000 oo
$.00 $.00
900 Soo
9.00 .00
.00 $.00
9.00 .00
$.00 .00
.00 oo
9.00 200
$.00 oo
$.00 H00
.00 Hoo
.00 200
.00 00
9.00 00
0.00 H00
0.00 D00
9.00 D00
0.00 D00
9.00 D00
£.00 H00
9.00 P00
0.00 .00
9.00 o0 200 D00
0.00 o, po0 P00
2 £.00 200 P00
P90 00 20090
£00 500 £.00-H00
$00.0.00 .00 P00 H.00 .00 000 .00 .00 P00 P00 P00 P00 H.00 P00 .00 H00-$-00
ENGINEERED DESIGN
By: Ben Drost
. File # / Date: 168172ap-sp 05-Jan-16
SCALE IN FEET 1:200 Pole location(s) <P dimensions are relative
to 0,0 reference point(s) & Not to be reproduced in whole or part without the written consent of Musco
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EQUIPMENT LIST FOR AREAS SHOWN
Pole Luminaires
GRADE MOUNTING LAMP QTY/ | THIS | OTHER
ary LOCATION Size ELEVATION HEIGHT TYPE POLE | GRID | GRIDS
2 Al-A2 70' 50' 120' 1500W MZ 18 18 0
2 B1-B2 90' 18' 108' 1500W Quartz 6 6 0
108' 1500W MZ 24 24 0
3 C1,D1-D2 90' 18' 108' 1500W Quartz 6 6 0
108' 1500W MZ 13 13 0 MY PROJECT
1 c2 90' 20.5' 110.5' 1500W Quartz 6 6 0 " "
1105 1500W MZ 13 13 0 Narrie: Columb'la Baseball Stadium
3 TOTALS 172 | 172 0 Location: Columbia, SC
GRID SUMMARY
Name: Baseball 1000' Spill
Spacing: 30.0'
Height: 3.0' above grade
CONSTANT ILLUMINATION
SUMMARY MAX VERTICAL FOOTCANDLES
Entire Grid
Scan Average: 0.0002
£.00$.009.00P.00_P.00_D.00_H.00 .00 .00 D.00 P00 P00 p. )
e $90.090_p00 0 a0 44 Maximum: 0.004
P =2 9.00 of
. 220 500 Minimum: 0.000
- .00 .
205" 42 gm0 200 No. of Points: 252
2o o LUMINAIRE INFORMATION
PP - Luminaire Type: Green Generation / QUARTZ
e 200 Design Usage Hours: 5,000 hours
250 Lo Design Lumens: 134,000 / 33,000
H00 o .
o &-wma Avg Lamp Tilt .Fac.tor. 1.000
P50 o0 No. of Luminaires: 172
JHwal.vo 200 Avg KW: 266.7 (285.2 max)
.00
Hoo
200 DWMD Guaranteed Performance: The CONSTANT ILLUMINATION
S0 0.0 described above is guaranteed for the design
00 200 usage hours of the system.
Hoo . . . . .
oo ‘°‘"°DDO Field Measurements: |llumination measured in accordance with
oo 200 IESNA LM-5-04 and CIBSE LG4. Individual values may vary.
oo 9.00 See the Warranty document for details.
S0 900 Electrical System Requirements: Refer to Amperage
00 $00 Draw Chart and/or the "Musco Control System Summary"
pA 900 for electrical sizing.
9.00 . .
fo o0 Installation Requirements: Results assume +/- 3%
po0 - nominal voltage at line side of the ballast and structures
$00 located within 3 feet (1m) of design locations.
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