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CITY OF COLUMBIA REGULATIONS 
PART 18 

SPECIFICATIONS FOR ROADWAY IMPROVEMENTS MATERIALS AND 
CONSTRUCTION 

18.1 GENERAL 

18.1.1 These specifications contemplate the installation of new roadways, the 
resurfacing/widening of existing roadways, and appurtenant roadway work within 
the road right-of-way, all in the corporate limits of the City of Columbia. 

18.1.2 Roadway improvements will be installed at the locations shown on the plans and 
to the position, alignment and grade shown thereon.  In the event of conflict in the 
vertical grading established, resolution of the conflict shall be as directed by the 
City Engineer. 

18.1.3 Water used for construction will be furnished by the City through approved 
connections to the city water system.  Check valves to reduce the possibility of 
contamination will be furnished by the contractor when directed by the City 
Engineer. 

18.1.4 In distributing material and equipment at the site of the work, the Contractor shall 
locate them so that interference with traffic and ingress/egress shall be at a 
minimum. 

18.1.5 All materials furnished by the contractor shall be delivered and distributed at the 
site by the Contractor.  Materials furnished by the City shall be picked up by the 
Contractor at points designated by the City and hauled to the work site. 

18.1.6 The Contractor shall proceed with caution in excavating so that the exact location 
of underground structures, both known and unknown, may be determined.  He 
shall be held responsible for the repair of such structures when broken or 
otherwise damaged. 

18.1.7 Where there is a conflict between the General Specifications and Special 
Provisions, the Special Provisions shall govern. 

18.1.8 Roadways identified to be resurfaced resulting from and following utility 
installation shall be milled prior to resurfacing unless otherwise and specifically 
approved by the City Engineer.  This is necessary to avoid drainage problems that 
occur when elevations are modified due to overlays. 

18.2 CONSTRUCTION MATERIALS 

18.2.1 Materials used in the building of new roadways, the resurfacing and widening of 
existing roadways, and appurtenant roadway work will be in accordance with the 
South Carolina Department of Highways and Public Transportation Standard 
Specifications, latest edition. 

18.2.2 Standard Drawings.  The attached drawings #RD-1, RI-1 through RI-10, represent 
typical details of construction and materials to be used in the course of roadway 
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construction.  They are meant to illustrate acceptable standards; approved equals 
must be submitted to the City Engineer for his approval prior to their use in the 
City’s system. 

18.2.3 Where there is a conflict between the South Carolina Department of Highways 
and Public Transportation Department’s Standard Specifications, and the Special 
Provisions, the Special Provisions will govern. 

18.3 CONSTRUCTION METHODS 

18.3.1 Construction methods used in the building of new roadways, the resurfacing and 
widening of existing roadways, and appurtenant roadway work will be in 
accordance with the South Carolina Department of Highways and Public 
Transportation’s Standard Specifications, latest edition. 

18.3.2 Where there is a conflict between the South Carolina Department of Highways 
and Public Transportation’s Standard Specifications and the Special Provisions, 
the Special Provisions shall govern. 

18.4 TESTING METHODS 

18.4.1 Frequency (minimum) of testing the new roadway, the resurfacing and widening 
of existing roadways, and appurtenant road work shall be as described in the 
South Carolina Department of Highways and Public Transportation’s Standard 
Specifications, latest edition.  Special Provisions may delineate additional testing. 

18.4.2 The materials to be tested will be supplied by the Contractor.  Personnel, tools, 
and equipment necessary for the Engineer or his representative to take samples 
will also be supplied by the Contractor. 

18.4.2.1 The cost of minimum testing required by the standard specifications for highway 
construction will be borne by the Contractor except as specified in the Special 
Provisions. 

18.4.3 Test locations selected will be solely at the discretion of the City Engineer, or his 
representative. 

18.5 MEASUREMENT AND PAYMENT 

18.5.1 Measurement of in place completed work shall be in accordance with the South 
Carolina Department of Highways and Public Transportation’s Standard 
Specifications, latest edition. 
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